
V90 MMT

MATERIALS 

#1-2 HOSE & BRAID: 

#3 BRAID COLLAR: 

#4 END FITTING: 

#5 ELBOWS:

STAINLESS STEEL HOSE WITH 1-LAYER OF STAINLESS STEEL BRAID 

STAINLESS STEEL 

SCH. 40 CARBON STEEL MALE NPT 

SCH. 40 CARBON STEEL

MODEL OAL "H" WRK. MOTION
NUMBER DIM. DIM. PSIG X,Y,Z

SV05001X-CRN 1/2" 650
SV07501X-CRN 3/4" 650
SV10001X-CRN 1" 241
SV12501X-CRN 1 ¼" 241
SV15001X-CRN 1 ½" 241
SV20001X-CRN 2" 493
SV25001X-CRN 2 ½" 493
SV30001X-CRN 3" 167

QTY SIZE

TEMPERATURE DERATING FACTORS:    MULTIPLY X WRK. PSIG
200° F 300° F 400° F 500° F 600° F 700° F
0.94 0.88 0.83 0.78 0.74 0.70

@
TEMP.

70°F
70°F
70°F
70°F
70°F
70°F
70°F
70°F

SV02501X-CRN 1/4" 1987
SV03801X-CRN 3/8" 650

70°F
70°F

UP TO 10" MOTION

"X" = MOTION

"OAL" AND "H" ARE DEPENDANT ON MOTION

OAL

H
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