
MATERIALS

#1-2 HOSE & BRAID: 

#3 BRAID COLLAR: 

#4 END FITTING: 

#5 ELBOWS:

#6 HANGER

CARBON STEEL RAISED FACE SLIP ON FLANGE 150# 

SCH. 40 CARBON STEEL

"OAL" AND "H" DIMENSIONS ARE BASED UPON MOTION REQUIREMENTS
MODEL WRK. MOTION

NUMBER PSIG X,Y,Z
UL-SV200FLG-SSF08 2" 300 8"
UL-SV250FLG-SSF08 2 ½" 300 8"
UL-SV300FLG-SSF08 3" DB 300 8"
UL-SV400FLG-SSF08 4" 175 8"
UL-SV500FLG-SSF08 5" DB 175 8"
UL-SV600FLG-SSF08 6" DB 175 8"
UL-SV800FLG-SSF08 8" 175 8"
UL-SV010FLG-SSF08 10" 175 8"

SIZEQTY OAL "H"
DIM.

THESE FITTINGS ARE SUITABLE FOR USE IN DRY PIPE SYSTEMS FOR TEMPERATURES -40°F
DB = DOUBLE BRAIDED
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48 ¾"
51 ¾"
57 ¾"
65 ¾"
74 ¼"
84 ¼"
101"
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22 ½"
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26 ¼"
29 ¾"
33 ¼"
37 ½"
44 ¼"
50 ½"

H

UL LISTED EX26784
FIRE SAFE FLEX V90 FLANGE 

CARBON STEEL

OAL

WT.
LBS.
27
38
47
70
95
145
295
479

# 1 - 2

# 3# 4

# 5

T-321 STAINLESS STEEL HOSE WITH 1-LAYER OF T-304 STAINLESS STEEL BRAID

T-304 STAINLESS STEEL
# 7 DRAIN PORT (OPTIONAL):

# 6 
# 7 

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line

TCH10
Line


	QTYRow1: 
	QTYRow2: 
	QTYRow3: 
	QTYRow4: 
	QTYRow5: 
	QTYRow6: 
	QTYRow7: 
	QTYRow8: 
	DISTRIBUTED BYRow1: 
	Text1: 
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 
	Text7: 
	Text8: 
	Check Box1: Off


